_ SP-R

OMM COVERING MACHINERY
ELASTIC AND RIGID YARNS
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COVERING MACHINES

® The machines, built to fit hollowed spindles, are
equipped with a highly, sophisticated traverse,
tapering device and lip motion device, such to take-up
even packages to be used directly in hosiery without
prior rewinding.

e Possibility to have different types of overfeeders
installed onto the machine.

¢ The hollowed spindles are the model SX or HD, with
replaceable bearings.

e The spools (flanged bobbin) are fitted on the spindles
through bayonet caps, thus allowing the use of a
wide range of spools. i

e The take-up is “open arm” type, with centering .
running on ball bearings. Available on request is also a

“coulisse” type take-up cradle with mandrel.

e Different types of control can equip the machines:
from fully mechanical up to full electronical system.
See the table “head stock” options.

e Machine built according to the last CE standards of
quality and safety.
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MACHINE LENGTH TABLE

Number of section 1 2 3 4 5 6 7 8 9 10 nr

Length 4494 6324 8154 9940 11814 13644 15474 17304 19134 20964  mm
26D Spindles 32 64 96 128 160 192 224 256 288 320 nr
Take-up 16 32 48 64 80 96 112 128 144 160 nr
269D Spindles 32 64 96 128 160 192 224 256 288 320 nr
Take-up 16 32 48 64 80 96 112 128 144 160 nr
29D Spindles 24 48 72 9% 120 144 168 192 216 240 nr
Take-up 12 24 36 48 60 72 84 9% 108 120 nr
26S Spindles 32 64 96 128 160 192 224 256 288 320 nr
Take-up 32 64 96 128 160 192 224 256 288 320 nr
29S Spindles 24 48 72 96 120 144 168 192 216 240 nr
Take-up 24 48 72 96 120 144 168 192 216 240 nr
TECHNICAL DATA
Type 26D 269D 29D 26 S 29S
Covering type Double Double Double Single Single
Spindle type OMM SX or HD
Spindle gauge 210 210 274 210 274 mm
Max. spindle speed See spindle- flanged bobbin table
Whorl diameter 25-32 mm
Spindles drive Tangential belt
Range of wraps number No. 151 - 4751 (with spindle whorl @ 25)
per meter No. 118 - 3712 (with spindle whorl @ 32) nr

TYPE OF FEEDING PACKAGE

ﬁ:r\]’g;g%gg{)?n type See spindle - flanged bobbin table

Core yarn: spandex 115 max.width mm
ELASTOMER TREATMENT

Elastomer unwinding Double roller Double roller Double roller Double/triple roller Double roller

Drafting ratio 2-6,3 nr
Drafting device Pressure roller

Take-up overfeed =43 nr
Pre-drafting percentage 30 %
Number of decks 1 2 1 2 2 nr
Max. bobbin diameter 180 mm
Traverse length 135-150 200-250 200 135-150 200 mm
Tube length 157-172 230-290 230 157-172 230 mm
Max. speed of take-up 60 m/min
FRAME

Section length 1830 mm
Machine width 1160 | 1160 | 1160 | 1416 | 1160 mm
Machine height 2050 mm
Height of take-up 1565 | 1565-1920 | 1565 | 1565-1920 | 1565-1920 | mm
Max. motor power 2x22 kw
Max. weight approx. 7000 | 7500 | 7000 | 8000 | 8000 kg




OMM SPINDLE - FLANGED BOBBIN TABLE

SPOOLS DIMENSIONS |  yARN YARN MASS
TYPE véHfgﬁlL STI')FI)ETITEID H De | Db | Di VO(;IR4U3ME Nylon (g) Polyester (g)
mm | mm | mm | mm
SX 25 25.000 140 76 36 30 443 333 388
SX 25 23.000 140 84 36 30 579 434 506
SX 25 23.000 140 84 53 48,4 413 310 361
SX 25 20.000 140 92 36 30 728 547 637
SX 25 21.000 140 | 94 | 53 | 48,4 602 451 26
SX 25 21.000 140 92 36 30 346 619 637
SX 25 24.000 165 | 76 | 36 | 30 728 444 457
SX 25 22.000 165 84 36 30 522 580 596
SX 25 27.000 165 66 36 30 682 260 303
SX 25 22.000 165 | 90 | 50 | 27 657 493 574
SX 32 23.000 140 | 84 | 36 | 30 579 434 506
SX 32 20.000 165 90 50 27 657 493 574
HD 32 16.000 140 | 104 | 53 | 48,4 813 610 711
HD 32 16.000 165 | 108 | 40 | 34 1.221 917 1.068
HD 32 14.000 165 | 116 | 36 | 30 1.487 1.116 1.300
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The data and images contained in this catalogue are indicative.The company reserves the right of making any modifications of technical-construction type without previous notice.



HEAD - STOCK OPTIONS

Machine Type Controlled device
Spindle Draft Traverse Take-up
SPM-R Mechanical Mechanical Mechanical Mechanical
SPMS-R Electronic Mechanical Mechanical Mechanical
SPMT-R Mechanical Mechanical Electronic Mechanical
SPME-R Electronic Mechanical Electronic Mechanical
SPE-R Electronic Electronic Electronic Electronic
L]
OPTIONALS
o
SOFT START (ONLY FOR MACHINE WITHOUT
INVERTERISED SPINDLES)
MOTOR LINK (ONLY FOR MACHINE WITHOUT
INVERTERISED SPINDLES)
TAKE-UP CRADLE EQUIPPED WITH ARMS
AND PRESSURE SPRINGS &
COULISSE TAKE-UP + MANDREL
FOR KING-SPOOL
SEPARATORS BETWEEN THE SPINDLES
CAPSTAN DRAFT SYSTEM
RUBBER FEEDER + DEVIATOR ROLLERS FOR RUBBER
TAPE .
STEP TROLLEY
ADJUSTABLE PRE-DRAFT DEVICE
REMOTE ASSISTANCE
MACHINE LINKING TO COMPANY NETWORK oy
POSSIBILITY TO PERSONALISE THE MACHINE,
ACCORDING TO THE CUSTOMER REQUIREMENTS




TAILOR MADE MACHINES
CAUSE YOUR NEEDS IS OUR JOB!

RATTI Luino S.r.l.

Via Provinciale, 309 - 21030 Cassano Valcuvia (VA) - ltaly
Phone: +39 0332 538.411 - Fax +39 0332 530.988
info@rattiluino.com - www.rattiluino.com




