NEW! TeraSpin HF-100 Inserts

New TeraSpin HF-100 is the latest generation high performance, high speed insert. The HF 100 insert, with approx.20% lesser oil

content,is designed torunat 25000 rpm. TeraSpin offers complete spindles with HF-100 inserts.

Features

1) Reducedbladelengthto 100mm

2) High precisionand low tolerance bearing design

3) Onlytwo pointcontact(at footstep & neck bearing)

Benefits

1) Highdimensionalstability even at higher speeds

2) Verysteadyevenathigh spindle speed leadstolow hairiness and reduced end breakage
3) Spindleoil requirementreduced by upto 20%

Variants
160/170/180/190/210 mm lift with minimum 18.5 mm wharve dia.

A.T.E. is a leader in the field of textile engineering with experience of more than 70 years. With domain knowledge spanning from
manufacturing, sales and service, A.T.E. has built an excellent reputation both as a manufacturer and provider of service of the highest
standard.

A.T.E. has recently acquired the textile machinery component business of SKF India Lid. These precision components, encompassing
spindles and spindle inserts, weighting arms, top rollers, and cradles are now manufactured by A.T.E. based on SKF technology in its
state-of-the art manufacturing facility at Ahmedabad and are marketed under the brand ‘TeraSpin’.

TeraSpin products are built on the deep foundation of SKF knowledge and expertise. With the smooth transfer of know-how and processes
to A.T.E., high product performance and durability are guaranteed. A.T.E. is further committed not just to continue the legacy of SKF, but
enhance continuously the technology, quality and service in respect of these textile components.
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TeraZpin Spindles & Inserts

TeraSpin high performance spindles and HF series
spindle inserts are well proven in design and widely
accepted by spinning mills and machinery
manufacturers. Millions of spindles are in operation
across the globe.

Features

e High spindle speed up to 25000 rpm.
Compact neckbearing

Spring support foraxial load

Well proven conical foot step design
Flexible centering sleeve

Benefits

e Permits higher spindle speed due to smaller wharve
dia.

Extremely low friction co-efficient
Ensureslowervibrations

Self centering ensures concentricrunning

Low energy consumption

Low noise

Applications
Suitable for ring spinning and doubling frames for
cotton,man-made fibres,wooland blends

Variants
HF-100 (upto 25000 rpm) HF-1 (upto 22000 rpm)
HF-21 (upto 20000rpm) HF-21C(upto 18000 rpm)

TeraZpin Weighting Arms

TeraSpin weighting arm (commonly known as ‘top arm’)
drafting systems are well established and accepted by
textile mills across the globe. Loading springs used on
TeraSpin weighting arms are pre-calibrated for specified
loads foran unlimited period of time.

Features

e Reliableloading through proven helical coil springs
e Choiceofloadselectiononeachtoproller

e Maintenancefree

Benefits

Consistent quality of yarn

No heightgauge setting required after each buffing
No pressure loss or pressure variation on top rollers
Capableof running wide variety of fibres

Applications

Drafting system suitable for speed frames and ring
frames of any make - for cotton, man-made fibres, wool
andblends

Variants

Speed frames

PK1500-3RDS, PK1500-4RDS, PK1600-40 for cotton, man-
made fibres & blends

Ring frames

PK2025 for cotton & short staple man-made fibres
PK2035 for long staple man-madefibres
PK1601-01 for wool/worsted

Teragpin Top Rollers

TeraSpin top rollers ensure consistent output quality,
reliable performance and long service life.Characterized by
sturdy construction and outstanding features, TeraSpin top
rollers remain the preferred choice of spinning mills across
theglobe.

Features

e Sturdydoublerow ball bearing

e Through hardening of axleand outershells
o Effective U-type seal

e Lubricated with special grease TRG 5

Benefits

e Higherload bearing capacity

Noingress of foreign particles

Long re-lubrication intervals reduce maintenance
Smooth running

Consistent quality output

Applications
Cotton,man-made fibres,wooland blends

Variants
Speed frames
LP315/LP317

Ring frames
LP302/LP303 (gauge 68.4mm,70mm, 75mm and 82.5mm)
LP314 /LP316 for worsted ring frame

N EW! LP302 with polymer sleeve as apron roller for better
gripping of top apron and resistance to chemical reaction.

Teragpin Cradles

TeraSpin cradles (both short and medium), made out of
polymer, ensure consistent quality output and an overall
improvementin the performance of drafting systems.

Features

e Made from polymer filled with fibre glass for
dimensional stability

e Lighterinweightascomparedtosheetmetal cradles

e Design ensures gentle nipping and effective fibre
control

o Cleanersurfaceforsmooth rotation of top aprons

o Canreadilyreplace existing metal cradles

Benefits

e Existingrange of spacers can be used on the cradles
o Consistentquality

e Maintenancefree

Application
Cotton, man-made fibres,wooland blends

Variants
Speed frames Ring frames
OH 514 -shorttype OH 62 - short type
OH 534 -medium type OH 131 - medium type
OH 524 -long type OH 121 - long type
OH 554 - worsted spinning

N EW! CradleforRF
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Minimum contact area offers less resistance to apron rotation
e Fixed radius ensures uniform distance between apron nip &
frontrollernip
e Accommodates variation in apron length & maintains uniform
apron tension

Benefits

® Betteryarnresults

e Longerapronworkinglife

e Easyapronremoval during cleaning

TEr C\gplﬁ Up-gradation Kits

Up-gradation of existing spinning machines with latest
technology components improves productivity, quality
and energy efficiency. TeraSpin upgradation kits offer
the twin benefits of enhanced performance with low
investment.

TeraSpin offers up-gradation kits for the drafting zone
andthe spindle zone.

Drafting zone

Drafting conversion is the preferred way of upgrading
speed frames & ring frames. Outdated mechanical
and/or old pneumatic drafting systems can be replaced
by the more efficient TeraSpin spring loaded weighting
systems. These weighting systems do not need any
compressed air or hydraulic pressure to achieve the
necessary load on toprollers.

Variants
PK1500, 3/3 and 4/4 drafting system for speed frames
PK2025/PK2035 drafting system for ring frames

Spindle zone

Ring frames consume almost 60% of the power of the
spinning process, out of which spindles and the spindle
drive consume approx 40%. A small saving here will
directly reflect in the cost of the yarn. By optimizing
parameters like spindle wharve diameter,DUI, taper ratio
and lift etc.,the power consumption can be considerably
reduced.

New TeraSpin high speed spindle with HF-100 insert
is designed to run at 25000 rpm. Its compact bolster
assembly requires approx.20% less spindle oil, resulting
insaving of energy and spindle oil.

Advantages

Increased spindle speed and productivity
Reduced power consumption

Improved and consistent quality of output
Extended machine life

Teragpin Grease TRG5

Spinning industry demands special grease
to keep drafting top rollers running with
longer re-lubrication intervals. Also micro
dust, fluff, humidity and temperature in the
spinning section can seriously impair the
lubricating properties of the grease, thus
adversely affecting the performance.
TeraSpin TRG5 is specially formulated to
meet these stringent working conditions. It
isalso suitable for bottomroller bearings.

Features

e Bariumbasedgrease

High load carrying capacity

Good metal affinity

Excellent water resistant properties
Widerrange of working temperature
(-30°Cto+140°C)

Benefits

e Longer lubrication interval - 30,000
hours

e Highcorrosionresistance
Extended servicelife
Reduced maintenance cost
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