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likdiizii'n de 2000 m2 kapah alana sahip fabrikasinda faliyetlerini sirdiiren
dislik irmasidir. Kurucu heyetinin tamami mihendislerden olusan firmamizin
e belirlenmistir.

ni basglatan ve giiniimiize kadar olan siirecte, kesintisiz olarak Tekstil sektariine

firmamiz, kumas boyahanelerinde kullamlan apre ve kumas hazirflama
da uzmanlasmis ve elde ettigi pazar pay ile sektérde séz sahibi olmustur. 1998
3, Kumas Boyama Makine grubunu da dahil eden firmamiz, "Rekabet Fiyatta
kesini esas aldigindan boyama makinelerinde pazardan daha cok pay almak
teli sonuglara ilgi duyan misteri profilini hedef segmistir.

hrag eden firmamiz, Ihracat yaphi@ pazarlarda lilkemize yakisir isler yapmakta

History

rrently operates in its factory with a closed area of 3000 m2 in Beylikdiizi,
eering company.All founding members of our company are engineers and our
d accordingly.

h started its activities in 1988 and has continuously served In the textile
zed In finishing and fabric preparation machines used in fabric dyehouses and
ert in the sector with its market share.Our company, which included the Fabric
group in its product range in 1998, has chosen a customer profile interested in
, rather than receiving a maximum market share in dyeing machines in line
e Quality, Rather than Price” principle.

h exports 75% of its production, carries out works worthy of our country in the
and stands behind its works.
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Kalite Politikasi

BEMEKS MAKINE olarak faal halde oldugumuz; TEKSTIL TERBIYE
MAKINELARI, TASARIM, URETIM.SATIS PAZARLAMA VE TEKNIK
SERVIS HIZMETLERI kapsami dahilinde;

« lgili taraf (lc/Dis Baglam) ihtiyac ve beklentilerini ve Mister
memnuniyetini’ esas alarak degisen taleplerl zamaninda tesgit etmek,
taleplere hizli yanil vermek, zamaninda projeleri gerceklestirip teslim
etmek, kaliteli trun/hizmet ve rekabet edilebilir fiyat sunmak, bilgi ve
teknik destek olarak en iyi hizmeti sunmak.

* Misteri tatminini sirekli kilabilmek adina yoksek teknolojivi takip etmek
ve etkin kullanmak,

* Kaliteden tUm personelin sorumlu clmas) anlayisim benimsemek ve bu
nedenle tim personele kallte billncinl yerlestirmek, bilgl ve becerilerini
gellstirecek egitimlier] saglamak, uyuma ve yaraticilifia tesvik etmek.

= Cevreye saygisiyla, kullamcising  given vermeslyle makine imalal
sekiorlinde arnek ve lider firma pozisyonuna gelmek,

* Personelin mutiuluguno ve motivasyonunu saglamak,

= Sislemde tammlanan sireclerin performans gostergelering dayali
Hledlebillr, Kalite HedeHerinin degerlendirlimesi yoluyla sistemin sdrekll
Ivilestiritmesl anlayisin benimsemek,

* Ulusal ve uluslararas standartlara uymak,

kalite pelitikamizdir.

Bu  dogrultuda BEMEKS MAKINE olarak  Kalite HedeHerimizi
belirleyecegimizi, hedeflerimizi sUrekli gézden gecirecegimizi ve bu
politikarmzi 1dm calizanlanimiz arasinda  yayginlastiracagimiz tashhil
ederiz.



i
{J Econamy *e

Ecology Quality

Quality Policy

Within the scope of Textile Finishing Machinery, Design, Production, Sales, Marketing and technical services In which we are active as Beneks
Makine, our QUALITY POLICY Is* To determine the changing demands on time based on the needs and expectations of the related parties
(internal/external) and customer satisfaction, to respond quickly to demands, to finish and deliver projects on time, to provide high-quality
producls/services and competitive price,to provide the best service in terms of information and lechnical support.

* To follow the high technology in order to ensure continuous customer satisfaction.

* To adopt the understanding that all staff is responsible for the quality, and therefore to raise quality awareness in all persannel, to provide
trainings to Improve their knowledge and skills, to encourage adaptation and creativity.

* To become an exemplary and leading company In the machine manufacluring sector by respecting the environment and reassuring the user.
* To ensure the happiness and motivation of the staff,

* To adopt the purpose of continuous improvement of the system by evaluating the quality targels based on the perfarmance indicators of the
processes-delined in the system.

* To comply with national and international standards.

Inthis respect, as BENEKS MAKINE. we are committed to determining our quality targets, continuously reviewing our goals and expanding this
policy among all cur employees.,
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Eco Compact HT Kumas Boyama Makinesi / HT Fabric Dyeing Machine

ECOCOMPACT KUMAS BOYAMA MAKINASI

ECOCOMPACT Kumas Boyama Makinamiz gevre kosullaninin, enerji tasarrufunun ve maliyet
unsurlarimin &n planda tutuldugu gindmoz tekstil endistrisine Bnemli katk) saglamaktadir. Daha kaliteli
boyanmis bir kumas yizeyl elde etmek amaci lle titizlikie tasarlanmistir. Konvansiyonel HT Boya
Makinalarina gtre cok daha dusiik oranda elektrik, buhar ve en nemlisi cok daha az kimyasal ve su
toketmektedir. Tim bu dzellikleri ECOCOMPACT dizayn) ile proses sirelerinl kisaltarak makinanin
sahip oldugu tim bu yenllikler sayesinde isletmenin ihtiyag duydugu bir makine olmustur.

ECOCOMPACT Kumas Boyama Makinesinde her tipte pamuk, Polyester, Naylon,Keten,Bambu, Viskon
ve bunlarin likra kansimi Grgl ve dokuma kumaslan maksimum ydzey kalites ile boyayabilmektedir.

ECOCOMPACT Kumas Boyama Makinemizdekl en dnemli yenilik diger boyama makinelerine gore cok
daha kompakt olmas: ve bu sayede daha az su , daha az enerjl ve
daha az kimyasal kullanimi saglayip mallyetleri biydk bir oranda distrmesidir,

ECOCOMPACT FABRIC DYEING MACHINE

ECOCOMPACT Fabric Dyeing Machine is at the forefront of environmental conditions, energy saving
and cost elements it [s making a significant contribution to today's textile industry.

Al types of Cottan, Polyester, Nylan, Linen, Bamboo, Viscose and their licra blends of knitted and
woven fabrics can be dyed with the maximum surface quality on ECOCOMPACT Fabric Dyeing
Machine.

With all these features, ECOCOMPACT design shortens the process times and the machine has
become a machine needed by the company thanks to all these innovations,



YENILIKLERIMIZ / OUR INNOVATIONS ECOCOMPACT

Yeni pompa dizaym ile minimum Hote ile calisma

Working with minimum fliquor rate with new pump design

llave tanklan ile sicak su tank: arasindakl transfer sayesinde proses zamanlarmin kisalmas:

Reduction of process limes due to transfer between additional tanks and hot water tank

Yeni J-box tasarimi ile maksimum ve homojen kumas yilkleme dolayisiyla su ve kimyasal tiketiminin azalmas)
Reduced water and chemical consumption due to new J-box design and maximum and homogeneous fabric loading
Gizel tuz ve soda seyrelime sistemi ile daha homojen bir sekilde makinaya transfer,

With a special salt and soda dilution system, it s transterred to the machine more homogenecusly,

llave kabinda hazirlanan kimyasallanin rezerve kabinda hazir banyo Rotesi olarak bekletilmesi

Holding the chemicals as bath ratio which is prepared in the additional tank of chemicals

Ana kazandaki banyonun rezerve kabina transferi sayesinde su ve kimyasal tasarrufu

Saving water and chemicals by transferring the bath in the main vessel to the reserve tanks .

Diisiik Aote sayesinde doldurma ve bosaltma stirelerinin kisalmasi,

Reduced filling and discharge limes due to low liquor

Homojen ve dengell bir kumas akisi, kumas takidmalarinin Gnline geciimesi
A homegeneous and balanced fabric flow, aveiding fabric tripping,

Diizgiin ve ayarlanahilir i pastallama sistemi

smaoth and adjustable internal plaiter system

BOYANABILECEK KUMAS TURLERI

Pamuk, Polyester, Naylon Keten,Bambu, Viskon ve bunlarin likra karisimlar)
olan 6rgl ve dokuma kumasin boyamasina uygundur.

150, 200, 250 ve 300 kg'lik J-boxlarda 70 gr/m2 -1500 gr /m2 arasinda
bulunan kumaslar uygun dize secimler lle rahatlikla boyanablimektedir.

DYEABLE FABRIC TYPES

Cotton, Polyester, Nylon, Linen, Bamboo, Viscose and their licra blends of
knitting and woven fabric is suitable for dyeing.

Fabrics between 70 gr/m2 <1500 gr /m2 in 150,200,250 and 300 Jbox sizes
can be easily dyed with the suitable nozzle selections



ECOmpact

Eco Compact HT Kumas Boyama Makinesi / HT Fabric Dyeing Machine

PROSES PERFORMANSI / TUKETIM
PROCESS PERFORMANCE / CONSUMPTION

> Kumas / Fabric %100 Pamuk / 100% Cotton

Kasar / Reaktif Boyama / Yikama / Yumusatma

' Proses / Process
/ / Bleaching / Reactive Dyeing / Washing / Softening

Su Buhar Enerji Proses Zamam
Water Steam Power Process Time
It / kg Fabric kg / kg Fabric kwh / kg Fabric

Acik renkler
' 19 /21 1,5 0,10 5h 10min
Light Shade
Orta Renkler
23/ 25 1,8 on 5h 50min
Medium Shade
Koyu Renkler
28 / 32 2 0,13 6h 45min
Dark Shade
Ozel Renkl
£61 RENKIEr 34 /36 2,5 0,15 7h 15min

Special Shade




- MUSTERI PROSES DIiYAGRAMI / DYEING PROCESS OF CUSTOMER
[ Chemical | gt |

- apse 3 |2-wetting Agent 0,5
z N Ls%/a [B-Coustik 2,4
g AT:50%C 0% £ IC—P‘ern:ide 2
8 T o o o |EAd 1,0
g e - g0t —‘—1 |e-AntiPeraxide 0,5
3 Loding
g 1so0a|  [Zsoos DyeSampie  |F-C¥e Egalizer 0.5
= 807 w |¥] e | w Dye 3,10%
=
31 / o T 2
= 2 - | OVE 1*C/d irst Soda 1,
% Ndsl@ s bl ¢ 14
& e 55°%C DRAMN
) poc ¥ )
E’ S RT:NC LR e |G- Acit 0.5
. ggoe T8 T Y . B
: AT: s8°C B 6 1 siese |- soap 04
= ¥ & 73%
=
= 5% 5%
> 55°%C
Kapasite Tur Zamam
e 2% 250 Time of Tour 150 sec/tour
Kule Sayisi 2 Diize Konumu 50%
Number of Chamber Nozzle Setting
Kumag Cinsi ) Diize Basinc
Full Lyc. | A
Fabric Type SRS Pressure of Nozzle LT
Kumas Kg Banyo Orami .
520 Kg. 3 Lit
Fabric Kg ke Liquoratio Rate el
Kumas Gramaji o Slire .
Fabric Weight 185 gr/m Time S
Boya Yiizdesi 3.10% Su Tiketimi 12.480 Liter
Dyestuff Quantity : Water Consumption 24 It per kg fabric
Pompa Hizi Elektrik Tiketimi
Pompa Speed ) Electricty Consumption U
Kule Hizi : Buhar Tiketimi o
Machine Speed S Steam Comsumption Sl el
A-Wetting Agent 0,5
L]
=
= bRl I& Peraxide 80
o _— e §
— bl I -
2 e |C-Cnustic 6,0
-
< ’ |n- Acit 1,0
2 o
E |E- AntiPeroxide 0,8
E PhContred .
5560 Iﬂptic Dye 0,70%
Kapasite Tur Zamani
Canncity 2% 250 Time of Tour 130 sec,/tour
Kule Sayisi 2 Diize Konumu 60%
Number of Chamber Nozzle Setting
Kumas Cinsi Diize Basinc
0/1 .6 B
Fabric Type Sl Pressure of Nozzle Ll
Kumas Kg Banyo Oram .
530 Kg. 1/3 Lite
Fabric Kg ke Liquoratio Rate e
Kumas Gramaj 2 Siire n
Fabric Weight S Time =
Boya Yizdesi 0.70% Su Tilketimi 5.300 Liter
Dyestuff Quantity 3 Water Consumption 10 It per kg fabric
Pompa Hizi Elektrik Tiiketimi .
Pompa Speed Rl Electricty Consumption ISR
Kule Hizi Buhar Tiketimi i
Machine Speed ZEb L Steamn Comsumption s i




Eco Compact HT Kumas Boyama Makinesi / HT Fabric Dyeing Machine

AYARLANABILIR DUZE
Diizeler ayarlanabilir nitelikte olup, her kumas tird icin yiksek basing

olusturmak amaci ile 2 mm ile 10 mm arasi agilip kapanabilir.

ADJUSTABLE NOZZLES

Mozzles are adjustable, and can be open and closed between 2 mm and
10 mm with the intention of creating high pressure for all kinds of fabric.

OZEL DONANIMLAR

Ayarlanabilir diize, elektromanyetik flowmetre, ana pompa invertdri,
makine yikama sistemi, oransal 1sitma sofutma, senkronize yikama,

Makine Kapasitesi (Kg.)

kumas serme sistemi. Machine Copacky 25, 50, 150 - 1200, 250 - 1500
Maksimum Calisma Sicakhde ['C) 135

SPECIAL EQUIPMENT Maximum Tempessiure

: Maksimum Calyma Basing [Bar) 3.7 Bar

Adjustable nozzle, electromagnetic Howmeter, amin pump inverter, Maksimum Working Pressure "

machine washing system, proportional heating and cooling, synchronized Hidrostatik Test Basinc (Bar) 5z

WES?'II'FE, fahric IE'g,"iJ'lg system. Mydvosiatic Test Pressure
Banyo 30

KISA PROSES DONANIMLAR "“”:‘ i
Makine Konstrdkslyonu TP 316 L Quality Stainless Steel

Banyo sirkilasyon sistemi, ikinci ilave tanki, rezerve tanks, ug bulma Machine Construction i

sistemi, pompal blgE. Makine Kontrol .

pompa Automaie Mochine Contrel PreumaticValvet and PLC

Maksimum Hasbel Hizi (m/min}

SHORT PROCESS EQUIPMENT Maximam Mochine Speed e

Bath circulation system, second addition tank, reserve tank, edge finding TOV Hidrostatik Basine Sertifikasi

system, pump blow-off. TV Centificate lor Hydvostatic Pressure Certificare

<» Diize caplari 140 mm - 168 mm - 220 mm. ~» Ozel Dizayn, In-Line yiiksek kapasiteli dikey tip pompa
= Mozzle Diameters 140 mm - 168 mm - 220 mm. * Special Design, In-Line high capacity vertical Type Pump

OTOMATIK FILTRE (OPSIYONEL)

Banyo gecislerinde filtre degisimi kaynakh zaman kayiplarinin &niine
gecilmesi ve farkh delik yapisi ile cok daha efektif filtrasyon imkani saglar.

AUTOMATIC FILTER COPTIONAL)

Preventing loss of time due to filter change in bath passings and provides
mare effective filtration with different hole structure.




MAKINE YERLESIM OLCULERI

MACHINE LAYOUT DIMENSIONS

JBOX ENI / JBOX WIDTH 600MM

ECOCOMPACT Kapasite(kg) Kurulu Giig (kW) Olgiiler (mm) / Dimensions

150 Capacity Total Power iL) {w) {H)
ECOCOMPACT 150/1 150 17 2690 5100 3800
ECOCOMPACT 150/2 300 26 3360 5100 3800
ECOCOMPACT 150/3 450 35 4030 5100 3800
ECOCOMPACT 150/4 600 44 4700 5100 3200
ECOCOMPACT 150/5 750 56,8 5370 5100 3800
ECOCOMPACT 150/6 S00 65,8 6040 5100 3800
ECOCOMPACT 150/7 1050 7.3 6710 5100 3800
ECOCOMPACT 150/8 1200 83,3 7380 5100 3800

JBOX ENI / JBOX WIDTH 800MM

ECOCOMPAC T Kapasite(kg) Kurulu Giig (kW) Olgiiler (mm) / Dimensions

200 Capacity Total Power (L) (W) (H)
ECOCOMPACT 200/1 200 17 2690 5100 3800
ECOCOMPACT 200/2 400 26 3980 5100 3800
ECOCOMPACT 200/3 600 35 4850 5100 3800
ECOCOMPACT 200/4 800 44 5770 5100 3800
ECOCOMPACT 200/5 1000 56,8 G200 5100 3800
ECOCOMPACT 200/6 1200 65,8 7800 5100 3800
ECOCOMPACT 200/7 1400 773 8200 5100 3800
ECOCOMPACT 200/8 1600 83,8 9800 5100 3800

JBOX ENi / JBOX WIDTH 980MM

ECOCOMPACT Kapasite(kg) Kurule Gig (kW) Kurulu Gig (kW) Total Olgiiler (mm) / Dimensions

250 Capacity Total Power Power (Havlu/Towel) iL) W) (H)
ECOCOMPACT 25071 250 17 17,7 3000 5100 3800
ECOCOMPACT 25072 500 26 274 4050 5100 3800
ECOCOMPACT 250/3 750 s 39,6 5100 5100 3800
ECOCOMPACT 25074 1000 44 50,6 6150 5100 3800
ECOCOMPACT 250/5 1250 56,8 60,3 7350 5100 3300
ECOCOMPACT 250/6 1500 65,8 70 8400 5100 3800
ECOCOMPACT 250/7 1750 77,3 82,2 9450 5100 3800
ECOCOMPACT 250/8 2000 83,8 89,4 10500 5100 3800

ECOCOMPACT
300

Kapasite(kg)
Capacity

JBOX ENi / JBOX WIDTH 1150MM

Kurulu Giig (kW)

Total Power

Kurulu Giig (kW) Total
Power (Havlu/Towel)

Olgiiler (mm) / Dimensions

(L)

(W)

(H}

ECOCOMPACT 300/1 300 17 17,7 3300 5100 3800
ECOCOMPACT 300/2 600 26 27,4 4350 5100 3800
ECOCOMPACT 300/3 300 35 39,6 5400 5100 3800
ECOCOMPACT 300/4 1200 44 0,6 6550 2100 3800
ECOCOMPACT 300/5 1500 56,8 60,3 7750 5100 3800
ECOCOMPACT 300/6 1800 65,8 70 9500 5100 3800




Ecosalvo-B [0

Ecosalvo-B HT Kumas Boyama Makinesi / HT Fabric Dyeing Machine
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AVANTAJLARI

- Konvansiyonel boya makinelerine kéire kimyasal, boya, su ve proses zamanindan elde edilen tasarrufiar
<* Harcanan su ve buhar miktari diger konvensiyonel makinelere gére %45-%60 arasinda daha azdir

<» Harcanan Elektrik titketimi diger kanvensiyonel makinelere gore %:25-%:35 arasinda daha azdir

—+ Ozel Dozajlama Sistem! lle doza] sUresinden %20 tasarruf imkan

~» Harcanan su, elektrik ve buhar'in azhg dolayisiyla enerfi tasarruf imkam

=+ Hizli 1sitma ve sogutma teknigl ile zamandan tasarruf imkani

=+ Dasik su kullanimi ile daha az kirli su

=+ 9520-935 arasinda disiik kimyasal harcanmasi lle kirll suda daha az atik madde

ADVANTAGE

4

Chemical, paint, water and process time savings according to conventional dyeing machines
The amount of used water and steam is appx. 45% - 60% less than other conventional machines
<+ Electricity consumption s 25% - 35% less than other conventional machines.

Special Dosage System with 20% savings

Energy savings due to lack of water, electricity and steam-

Fast heating and cooling technology to save time

4

Less dirty water with low water usage
Less waste product in dirty water with 20% - 35% lower chemical consumption

R T R T



ESANJOR

Hig 151 kaybi olmadan, pompanin basma hath Gzerindek)
direnc etkisinin ortadan kaldinlmast lle daha diisiok pompa
giich gereksinim|, yiilksek diize basinci ve isitma gradyani
elde edilimi.

HEAT EXCHANGER

Lower pump power requirement, high nozzle pressure and
heating gradient by eliminating the resistance effect of the
pump on the discharge line without any loss of heat.

KASET FILTRE

Ozel olarak tasarlanmis Kaset Filtre daha ergonomik ve kullamish
bir yapiya sahiptir. Diger standart filtrelere gbre tesisat ve filtre
yapisindan kaynakli olarak gereksiz Hote kaybina neden clmaz.

FILET FILTER

The specially designed Filet Filter has a more ergonomic and
convenient structure. It does not cause unnecessary |oss of float
due to installation and filter structure compared to other
standard filters.,

KUMAS ISTIFLEME SISTEMI

Genis yilkleme haznesine sahip secimlerde; diisik
gramalli ve metrajli kumaslann daha yiksek istifleme
kapasitelerine ulastinlabilmest, agir gramajli
kumaslarin Ise daha fazla ylkleme kapasitelerine
ulagtinlmasinda Gnemli rol oynar.

FABRIC STOWING SYSTEM

In selections with a large loading capacity; to be able to
reach higher stowing capacities of law weight and
surface fabrics, and to play an Important rale In
increasing the heavy weight of fabrics to higher loading
capacifies,




MAKINE YERLESIM OLCULERI
MACHINE LAYOUT DIMENSIONS

ECOSALVO Kapasite(kg) Kurulu Giig (kW) Olgiiler (mm) / Dimensions

150 Capacity Total Power (L) (W) )]
ECOSALVO/B 1501 150 12,72 2330 4729 3982
IECDGM.VD.I'B 150/2 300 21,15 3410 5129 3982
IECUSAI.‘I-"D.I"B 150/3 450 32,2 4397 5379 3982
IE'CEEM.‘H"D.I"B 150/4 G600 38,6 5120 5659 3982
Izcusawo,m 150/5 750 53 6140 5939 3982
|ecosatvors 15076 900 61,7 7130 6159 3982
IECOSAI.VDIB 15047 1050 71,15 8160 6329 3982
|ecosatvore 15078 1200 74,1 8940 6359 3982

ECOSALVO

200

Kapasite(kg)
Capacity

Kurulu Giig (kW)
Total Power

Olgiiler (mm) / Dimensions

(L)

(W)

)

ECOSALVO/B 200/1 200 12,72 2497 4729 3982
|ecosawvose 20072 400 21,15 3444 5129 3982
IECDEA[VD.I"B 200/3 600 32,2 4598 5379 3982
IECD'SALWB 200/4 800 38,6 5788 5659 3982
IECD’SA[VD.I"B 200/5 1000 53 6985 5939 3982
|ecosatvore 20076 1200 61,7 8132 6159 3982
Jecosawvore 20077 1400 71,15 9229 6329 3982
IECDSALWB 200/8 1600 74,1 10276 6359 3982

ECOSALVO

250

Kapasite(kg)
Capacity

Kurulu Giig (kW)
Total Power

Kurulu Giig (kW) Total
Power (Havlu/Towel)

.\\
1 ®
L= -
4l L
W

Olciiler (mm) / Dimensions

(L)

(w)

(H)

ECOSALVO/B 250/1 250 12,72 16,22 2580 5129 3982
IECDGALW!B 250/2 500 21,15 289 3986 5379 3982
|ecosawvors 25073 750 32,2 40,7 5090 5659 3982
IECOSALW.I’B 250/a 1000 38,6 52,6 6120 5939 3982
Izmsmvnm 250/5 1250 53 68 7390 6159 3982
IEcnsawn..m 250/6 1500 61,7 78,7 8630 6329 3982
IECDSAWDIB 250/7 1750 71,15 88,7 9810 6359 3982
IE\‘:OSALW.I’B 250/8 2000 74,1 101,1 10940 6359 3982

ECOSALVO Kapasite(kg) Kurulu Giig (kW) Kurulu Giig (kW) Total Olgiiler (mm) / Dimensions

300 Capacity Total Power Power (Havlu/Towel) (W) {H)
ECOSALVO/B 3001 300 12,72 16,22 2996 5379 3982
IECOSAI.U'D!B 300/2 600 21,15 289 4442 5659 38982
IECOSAI.UDHB I00/3 900 32,2 40,7 6088 5939 3982
IECD’SALWB 300/4 1200 38,6 52,6 7784 6159 3982
IECOSAI.V'DJ"B 300/5 1500 53 68 9430 6329 3982
IECDSALWIB 300/6 1800 61,7 78,7 11076 6359 3982







