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VELURA DD28
VELURA DD24
Double Drum raising machine

VELURA DD (Double Drum) raising machine can 
be supplied in 2 versions with respectively 24 and 
28 raising rollers.

It is the latest and most advanced solution for 
raising and can be applied to any fabric type.

Velura is suitable for the following articles:

• Woven and knitted fabrics made in natural or 
man-made fibers.

• Polar fleece for outerwear clothing

• Automotive fabrics  

• Single or double face fabrics

Special care has been given to the fabric 
tension control. The very short distance among 
the different parts of the machine avoid any 
unevenness between the center and the edges thus 
obtaining a dense full long or short pile. 

The machine is equipped with high quality raising 
rollers driving belts which are more flexible and 
durable compared to bigger size belts. Five driving 
belts for raising rollers drive are provided for the 
raising rollers drive in order to ensure a full grip 

and the maximum possible energy transmission 
granting a more efficient raising effect.

First class raising wires guarantee the best and   
long-lasting raising effects on all kind of fabrics.

Special designed drum wheels avoid any indirect 
vibrations. 

Triple fabric spreading screw rollers with adjustable 
speed prevents the formation of any crease               
or unevenness during the process.

Velura is WIFI connected: the operator can set the 
working parameters from the front or from the 
backside of the machine. The resulting working 
programs and recipes can be stored in remote 
cloud for future machine settings and management 
control.

Main features:

• High revolution drum speed: 60 to 140 RPM

• Newly designed system for the quick change     
of the raising rollers

• Short distance between the two raising passes   
for a better and easier machine handling

• Quick replacement of raising rollers belts

• Automatic Cleaning Brush control

• Positive tension control of the raising rollers 
driving belts by means of Pneumatic Pistons

• Independent drive of all motorized rollers and 
cylinders as “Jogging mode”

• Inverter driven selvedges uncurling devices          
in case of high curling edges

• Drum raising fillet re-wrap on board

• Stable and safe electronics controls

• Compact design with significant advantages        
in terms of energy saving

• WI-FI connection for online machine diagnosis

• Data storage for production and maintenance 
control

• Low noise level transmission belts

• 12” Operator Friendly Touch screen panel

• Possibility to connect the machine to a Cloud 
system (Optional)

• Centering unit device (Optional)

• Possibility to place machines in line with fully 
automatic synchronization

TECHNICAL DATA
Working width h 1800 – 3400 mm 

Mechanical speed 40 m/min

Working speed 5 - 40 m/min

Absorbed load 55 kW

Noise level 76 Db



VELURA SD24
VELURA SD28
Single Drum raising machine 

VELURA SD (Single Drum) raising machine can be 
supplied in 2 versions with respectively 24 and 28 
raising rollers.

It is the latest and most advanced solution for 
raising and can be applied to any fabric type.

Velura is suitable for the following articles:

• Woven and knitted fabrics made in natural or 
man-made fibers.

• Polar fleece for outerwear clothing

• Automotive fabrics  

• Single or double face fabrics

Special care has been given to the fabric 
tension control. The very short distance among 
the different parts of the machine avoid any 
unevenness between the center and the edges thus 
obtaining a dense full long or short pile. 

The machine is equipped with high quality raising 
rollers driving belts which are more flexible and 
durable compared to bigger size belts. Five driving 
belts for raising rollers drive are provided for the 
raising rollers drive in order to ensure a full grip and 
the maximum possible energy transmission granting 
a more efficient raising effect.

First class raising wires guarantee the best and   
long-lasting raising effects on all kind of fabrics.

Special designed drum wheels avoid any indirect 
vibrations. 

Triple fabric spreading screw rollers with adjustable 
speed prevents the formation of any crease               
or unevenness during the process.

The Single Drum VELURA COMBER provided with 
four additional driving rollers is the ideal solution 
for a more flexible machine able to adapt to the 
latest fashion trends, especially considering fine 
fabrics. The Polar fleece process with two or more 
Velura Comb positioned in line is an ideal solution 
whenever a high production speed is required.

Velura is WIFI connected: the operator can set the 
working parameters from the front or from the 
backside of the machine. The resulting working 
programs and recipes can be stored in remote 
cloud for future machine settings and management 
control.

Main features:

• High revolution drum speed: 60 to 150 RPM

• Newly designed system for the quick change of 
the raising rollers

• Quick replacement of raising rollers belts

• Automatic Cleaning Brush control

• Positive tension control of the raising rollers 
driving belts by means of Pneumatic Pistons

• Independent drive of all motorized rollers          
and cylinders as “Jogging mode”

• Inverter driven selvedges uncurling devices in 
case of high curling edges 

• Drum raising fillet re-wrap on board

• Stable and safe electronics controls

• Compact design with significant advantages        
in terms of energy saving

• Data storage for production and maintenance 
control

• Low noise transmission belts

• 12” Operator Friendly Touch screen panel

• WI-FI connection for online machine diagnosis

• Possibility to connect the machine to a Cloud 
system (Optional)

• Centering unit device (Optional)

• Different inlet- outlet system according to   
customer request

• Possibility to place machines in line with fully 
automatic synchronization

• VELURA COMBER Version equipped with 2 
additional Drag cylinders on top of the main drum

TECHNICAL DATA
Working width 1800 – 3400 mm 

Mechanical speed 40 m/min

Working speed 5 - 40 m/min

Absorbed load 55 kW

Noise level 76 Db



CALIBRA
Single and double head Shearing Machine

The machine is equipped with a main shearing 
cylinder with spiral blades and ledger blades, 
beating cylinder and driven rollers. 

A strong machine body supports and avoid any 
vibration allowing an homogenous cut of the pile.

The fabric tension is managed by electronic loading 
cells.

Pneumatic pistons lift the shearing cylinder 
smoothly for an easy maintenance.

Shearing cylinder speed control by means of an AC 
driven motor controlled by inverter.

Revolving speed adjustable from 600 to 1500 rpm.

Automatic reverse motion of the fabric at machine 
stop to prevent shearing marks.

Specially designed suction hood placed on top of 
the shearing unit complete with a powerful Suction 
Plant to grant 100% dust removal form the sheared 
fabric.

Impregnated merinos felt placed on top of the 
shearing cylinder for a long-lasting lubrication. 

All motors on the machine are inverter driven with 
adjustable speed settable from the touch screen 
control panel.

A precision measurement system can ensure the 
cutting precision of 0,02 mm adjustment gauge 
between the blade and the fabric measured              
by a dedicated instrument.

Specially designed inlet to avoid creases formation.

Driving and braking rollers located next to the 
shearing cylinder provide the correct tension to the 
fabric through electronic loading cells.

Additional  features:

• High revolution shearing unit speed:                               
up to 1500 RPM

• Shearing Cylinder, 190 mm diameter, with 22 blades

• Velveting unit 

• Independent drive of all motorized rollers              
and cylinders as “Jogging mode”.

• Pneumatic Belt Tension Control for the Main 
Shearing Cylinder 

• Possibility to re-sharp the shearing unit on the 
machine through the safety dedicated maintenance 
page

• Stable and safe electronics controls

• Compact design with significant advantages            
in terms of energy saving

• Flash Memory card and WI-FI connection                 
for online machine diagnosis

• Data storage for production and maintenance 
control

• Low noise transmission belts

• WI-FI connection for online machine diagnosis

• Data storage for production and maintenance 
control

• 12” Operator Friendly Touch screen panel

• Possibility to connect the machine to a Cloud 
system (Optional)

• Inverter driven selvedges  uncurling devices in case 
of high curling edges (Optional).

• Centering unit device (Optional)

• Piano table (Optional)

• Possibility to place machines in line with fully 
automatic synchronization

TECHNICAL DATA
Working width 1800 - 2200 mm 

Mechanical speed 40 m/min

Working speed 5 - 40 m/min

Absorbed load 55 kW

Noise level 76 Db



SOFTA
High speed sueding brushing machine

SOFTA is the latest and most advanced solution for 
brushing applicable to any fabric type.

Softa is suitable for the following articles:

• Woven and knitted fabrics made in natural                   
or man-made fibers

• Single or double face fabrics

The high-speed sueding brushing is possible thanks 
to the large diameter and the high revolution speed 
of the adopted brushes.

The flexibility of the brushing bristles guarantees the 
possibility to achieve a wide variety of results letting it 
be more or less aggressive in accordance to the final 
“touch” that is desired.

The short distance between the different machine 
components and the excellent fabric tension control 
system provided by electronic loading cells avoid 
crease marks formation and surface unevenness.

Main  features:

• Brushes speed: up to 1.800 RPM

• Brushes diameter: 390 mm

• Bristles Length: 115 mm

• Exit with conveyor belts for smooth and accurate 
fabric transportation

• Special Edges uncurling units for knitted fabrics

• Contrast rollers work on the back face                   
of the fabric avoiding any contamination on the 
treated surface

• Independent drive of all motor driven rollers     
and cylinders as “Jogging mode”

• Low noise direct transmission 

• WI-FI connection for online machine diagnosis

• Data storage for production and maintenance 
control

• 12” Operator Friendly Touch screen panel

• Possibility to connect the machine to a Cloud 
system (Optional)

• Selvedges uncurling devices in case of high 
curling edges (Optional)

• Centering unit device (Optional)

TECHNICAL DATA
Working width 1800 - 2200 mm 

Roller width 1900 mm; 2300 mm

Mechanical speed 40 m/min

Working speed 5 - 40 m/min

Absorbed load 55 kW

Noise level 76 Db



Others Machines Configuration 
are Available According 
Customer Request

VELURA SD 28 Single Drum Raising Machine Suitable 
for Blankets

VELURA DD 28 Double Drum Raising 
Machine Suitable for Open Widht Knitted 
or Wooven Fabrics

CALIBRA Shearing Machine with Single 
Head Suitable for Knitted or Woven Fabrics

n 2 CALIBRA Shearing Machine 
with Single Head wth Loop Control System

CALIBRA 2 Shearing Machine 
with Double Heads Suitable 
for Woven Fabrics

SOFTA Sueding Brushing
Machine Suitable for Knitted 
or Woven Fabrics

SOFTA Sueding Brushing Machine 
Suitable for sSingle or Double Face 
Woven Fabrics

VELURA DD 28 Double Drum Raising 
Machine Suitable for Openwidth 
or Tubular Knitted Fabrics

VELURA DD 28 Double Drum Raising 
Machine with Double Entry-Exit

n 3 VELURA DD 28 Double Drum Raising 
Machine Suitable for Woven Fabrics

n 3 VELURA SD 24 Single Drum Raising Machine 
for Polar Line

VELURA SD 24 Single Drum 
COMBER Machine

n 3 VELURA SD 28 Single Drum Raising Machine 
+ n 1 CALIBRA Shearing Machine Suitable for Woven Fabrics

Layout examples
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