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TURKISH
MACHINERY

Tarihimiz
Our History

BENEKS, istanbul'da 4.000m2 kapali alana sahip
kendi fabrikasinda faaliyetlerini stirdirmekte olan
muhendis bir ekip tarafindan kurulmus olan bir
muhendislik firmasidir.

Faaliyetlerine 1988 vyilinda baslayan Beneks,
bugine kadar kesintisiz olarak Tekstil Sektérine
hizmet etmis, kumas boyahanelerinde kullanilan
kumas hazilama ve terbiye makinelerinde
uzmanlagsmis ve elde ettigi Pazar payi ile séz sahibi
olmustur. 1998 yilinda ise Grun gamina HT Kumas
Boyama makinelerini dahil ederek trin gamini
daha da zenginlestirmigtir.

Mottosu “Rekabet fiyatta degil, KALITEDEDIR" olan
Beneks, pazardan daha ¢ok pay almak yerine
kaliteyi ve surdurulebilirligi ilke edinen musteri
profilini hedeflemektedir.

Uretiminin %70Q'ini ihrac eden Beneks, kalitesi ve
gucdu ile uluslararasi pazarda tlkemizi temsil eden
firmalardan biri olmaya devam etmektedir.

BENEKS is an engineering company founded by a
team of engineers who continue their activities in
their own factory with a 4,000m2 closed area in
Istanbul.

Beneks, which started its activities in 1988, has
served the Textile Industry uninterruptedly until
today, specializing in fabric preparation and
finishing machines used in fabric dyehouses and
gaining a say in the market share it has achieved.
In 1998, it further enriched its product range by
including HT Fabric Dyeing machines.

Beneks, whose motto is "Competition is not in
price, but in quality", targets a customer profile
that adopts quality and sustainability as
principles rather than gaining a larger share of the
market.

Exporting 70% of its production, Beneks continues
to be one of the companies that represent our
country in the international market with its quality
and power.

Vizyonumuz
Our Vision

Hizla gelisen teknoloji ve rekabet kosullar
icerisinde ulusal ve uluslararasi pazar  takip
ederek, tekstil sektorune kaliteli ve inovatif Grinler
sunmaktir.

To offer quality and innovative products to the
textile industry by following the national and
international market within the rapidly developing
technology and competitive conditions.

Misyonumuz
Our Mission

Her alanda gelisen teknolojiyi maksimum seviyede
kullanarak 3R (Recycle, Reduce, Reuse) ve
sUrduarulebilirlik politakalarinin  tekstil sektérinde
uygulanabilirligini  saglayan makineler Uretmek;
Personelinin  bilgi, tecribe ve teknolojiyi
kullanabilirligini en Ust duzeyde tutmak ve
personelinin  bu bilgi, tecribe ve teknolojiyi
musterilerine her an aktarabilir durumda olmasini
saglamaktir.

To produce machines that ensure the applicability
of 3R (Recycle, Reduce, Reuse) and sustainability
policies in the textile industry by using the
developing technology in every field at the
maximum level; To keep the use of knowledge,
experience and technology of its personnel at the
highest level and to ensure that its personnel can
transfer  this knowledge, experience and
technology to its customers at any time.



@Iite Politikamiz
Our Quality Policy

Musteri memnuniyetini 6n planda tutmak,

Sektérde degdisen talepleri en hizli sekilde tespit edip karsilamak,

Proje ve hizmetlerini zamaninda gergeklestirmek,

Sektére kaliteli trin ve hizmetler sunmak,

Teknolojiyi takip ederek musteri memnuniyetinin kalici olmasini saglamak,

Personelinin kalite bilincini giglendirmek ve egitimlerle desteklemek,

Cevre dostu ve guvenilir makineler tUreterek sektérde lider olmak,

Ulusal ve uluslararasi standartlara uymakta kararli olmak ve standartlara uygun makineler tretmek,
Personelinin moral ve motivasyonunu Ust seviyede tutmak.

BENEKS MAKINE olarak kalite politikamizi tim galisanlarimizia paylasarak bu hedeflere ulasmayi
taahhit ediyoruz.

Keeping customer satisfaction at the forefront,

To identify and meet changing demands in the sector as quickly as possible,

To realize projects and services on time,

To provide quality products and services to the sector,

To ensure permanent customer satisfaction by following technology,

Strengthening the quality awareness of its personnel and supporting it with training,

To be a leader in the industry by producing environmentally friendly and reliable machines,

To be determined to comply with national and international standards and to produce machines in
accordance with the standards,

Keeping the morale and motivation of its staff at a high level.

As BENEKS MAKINE, we are committed to achieving these goals by sharing our quality policy with
all our employees.

Ecology @ Economy % Quality
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HT Kumas Boyama Makinesi
HT Fabric Dyeing Machine
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Yuksek Kalite
High Quality

o
Daha Az Su Tuketimi
Less Water Consumption

Daha Fazla Yukleme Kapasitesi
More Load Capacity

S

Farkimiz / Our Advantages

Beneks tasarimi In-Line sirkilasyon pompasi ile
gergek dustk flote degerlerinde boyama.

Ozel Jbox tasarimi sayesinde her géze maksimum
g6z kapasitesinde kumas yukleyebilme imkani ve
dusuk su ve kimyasal tiketimi. (Calisilan kumasin
tirine bagll olarak Jbox'a kapasitesinin %10'una

kadar fazla kumasg yikleme imkani.)

Cift kompansatérlt 6zel tasanm esanjér sayesinde
hizli isitma ve hizl sogutma.

Kumasin Jbox igerisinde homojen yayilimi sayesinde
kumas takilmalarinin énine gegilmesi.

Kendisine aqit sirkiilasyon pompasi ile karistirilan ve
kendisine ait esanjor ile 1sitilan Rezerve Kazani.

Dyeing at the real low liquor ratio with the Beneks
designed In-Line circulation pump.

Thanks to the special Joox design, fabric loading
possibility at the maximum chamber capacity to
each chamber and low water and chemical
consumptions. (Possibility to load up to 10% more
fabric into Jbox than its capacity, depending on the
type of fabric being worked on.)

Fast heating and fast cooling thanks to the specially
designed heat exchanger with double compensators

Preventing fabric tangling thanks to the
homogeneous spreading of the fabric in the Jbox.

The Preparation Tank that mixed by its own circulation
pump and heated by its own the heat exchanger.
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Boyanabilecek Kumas Turleri
Workable Fabric Types

Pamuk, Polyester, Nylon, Keten, Bambu, Viskon ve
bunlarin Likra karigimlari olan Orgi, Dokuma ve Havlu tir
kumaslarin boyanabilmesine uygundur.

150kg, 200kg, 250kg ve 300kg'llk goéz kapasitesinde
70gsm-1500gsm arasindaki kumaslar uygun duze
secimleri ile rahatlkla boyanabilmektedir.

It is suitable for dyeing the knitted, woven and terry
fabrics such as Cotton, Polyester, Nylon, Linen, Bamboo,
Viscone and their Lycra mixtures.

Fabrics between 70gsm-1500gsm in the chamber
capacities of 150kg, 200kg, 250kg and 300kg can be
dyed easily with appropriate nozzle selection.

Géz Kapasiteleri (Kg) / Chamber Capacities

Maksimum Calisma Sicakhigdi (C) / Maximum Operating Temperature
Maksimum Calisma Basinci (Bar) / Maximum Operating Pressure
Dizayn Basinci (Bar) / Design Pressure

Banyo Orani / Bath Ratio

Makine Konstriiksiyonu / Machine Construction

Makine Kontrolii / Machine Control

Maksimum Kule Hizi (mt/dk.) / Maximum Reel Speed (mt/min.)

Numune Makineleri igin/For Sample Machines: 10-25-50-100
Uretim Makineleri igin/For Production Machines: 150-200-250-300

135

22

3,2

133

TP 316L Paslanmaz Celik / TP 316L Stainless Steel
Pnématik Valfler ve PLC / Pneumatic Valves and PLC

450

Degerler 1KG Kumas Basinadir. / Values Are Per 1KG Fabric.

Pamuk Koyu Renkler | Pamuk Agcik Renkler

Cotton Dark Shades | Cotton Acik Shades
ﬁ‘/‘k/gw""e’ 28/32 20/22
E;'/‘I?gr / Steam 25 15
ﬁ:i’?zg/ Eneri 017 012
HEasEsaman 7h 40min. Sh 50min.

Process Time

25/27 18 /20 10/12

2 13 1.5

0,15 0,1 0,08

6h 4h 45min. 3h 10min.

*Yukaridaki de@erler ortalama degerler olup kullanicinin ¢alistigi kumas tiplerine ve regetelerine goére degisiklik gosterir.
*The above values are average values and vary depending on the fabric types and recipes the user works with. “



Kule
Reel

2mm-10mm Arasinda Ayarlanabilir Duze Agikhigi
Adjustable Nozzle Space between 2mm-10mm
Diize Gaplari / Nozzle Diameters

140mm, 168mm, 220mm ve 272mm

Ozel Dizayn Inline Yiiksek
Kapasiteli Pompa

Special Design In-Line High
Capacity Type Main Pump

Manuel Filtre
Manuel Filter

Otomatik Filtre (Opsiyonel)
Automatic Filter (Optional)
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Endirekt Isitmali ilave Tanklan
Indirect Heated Additional Tanks

ilave Tanki i Yapisi
Additional Tank Inner Strutcure

Ana Gévde & Ekipmanlar
Main Body & Equipments

Jbox Yapisi
Jbox Structure

‘UL‘MM\‘*"'

Beneks Ozel Dizayn Esanjor
Beneks Special Design Heat
Exhanger

Ekran
Screen
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ilave Tanklari Dozaj Pompalari
Additional Tank Dosing Pumps

Kontrol Panolari
Control Panels

h



Su Girig Vanalarn ve Tuz Cozeltisi Giris Vanasi Ug Bulma
Water Inlet Valves and Salt Solution Inlet Valve Seam Detection

Basing Guvenlik Ekipmani
Pressure Safety Equipment

Sallama Motoru
Plaiter Motor

Kule Yataklamasi ve Kumas
Takilma Sivici - ;
Reel Bedding And Fabric I¢ Yikama Toplari Ig Aydinlatma

Tangling Switch Internal Washing Rotary Ball Internal Lighting
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Makine Yerlesim Olgileri

Machine Layout Dimensions

Machine
Capacity

~
Chamber

Ana Olgiiler / Main Dimensions

N

» imalatgi firma makinenin donanimlari ve
boyutlarinda degisiklik yapma hakkini

sakl tutar.

* The manufacturer company keeps the
right to make changes to the equipment
and dimensions of the machine.

(Kg) Type
150 1 J-1(800mm) 2320 4950 3800
300 2 J-1(800mm) 3400 4950 3800
450 3 J-1(800mm) 4000 4950 3800
600 4  J-1(800mm) 5200 5150 3800
750 5 J-1(800mm) 6150 5150 3800
900 6  J-1(800mm) 7050 5150 3800
1050 7 J-1(800mm) 7950 5150 3800
1200 8  J-1(800mm) 8950 5150 3800
200 1 J-2(850mm) 2370 4950 3800
400 2 J-2(850mm) 3570 4950 3800
600 3 J-2(850mm) 4620 4950 3800
800 4  J-2(850mm) 5970 5150 3800
1000 5 J-2(850mm) 4970 5150 3800
1200 6  J-2(850mm) 8070 5150 3800
1400 7 J-2(850mm) 9170 5150 3800
1600 8 J-2 (850mm) 10170 6150 3800
250 1 J-3(980mm) 2500 4950 3800
500 2 J-3(980mm) 3700 4950 3800
750 3 J-3(980mm) 4750 4950 3800
1000 4 J-3(980mm) 6100 5150 3800
1250 5 J-3(980mm) 7100 5150 3800
1500 6  J-3(980mm) 8200 5150 3800
1750 7 J-3(980mm) 9300 5150 3800
2000 8  J-3(980mm) 10300 6150 3800
300 1 J-5(1300) 2820 4950 3800
600 2 J-5(1300) 4350 4950 3800
900 3 J-5(1300) 5700 4950 3800
1200 4 J-5(1300) 7380 5150 3800
1500 5  J-5(1300) 9800 5150 3800
1800 6  J-5(1300) 10120 5150 3800
2100 7 J-5(1300) 1550 5150 3800
2400 8  J-5(1300) 12860 6150 3800

%



Halat Agma, Kesme, Sikma ve Enzim Yikama Makinesi
Rope Opening, Slitting, Squeezing and Enzyme Washing Mochlne

Halat formundaki 1slak 6rgt veya dokuma kumaslarin sonraki iglemler igin hazirlanmasi amaciyla gelistiriimis ve
Uretilmistir.

The Rope Opening Machine was developed and produced to prepare wet knitted or woven fabrics in rope form
for subsequent processes.

& ) Ozel dizayn + 1,5 kat daha kuvvetli Yiksek Ayarli 130 mt/dk'ya Varan

———L filtre sistemi enzim yikama unitesi ﬂ @ Detwister ~—w Calisma Hizi
s ' Special Designed Powerfull enzyme washing n @ High Adjustable iz : Working speed up
(e + : PRI : —) 4 .

Filter System unit which is 1,5 times more Detwister to 130 m/min.

3

CEl
of° 5T,

.‘%97’001-2008 g..
e ogr" I

Teknik Ozellikler / Technical Specifications

9300mm x 5850mm x 5160mm (2600mm Silindir Eni igin)

Makine Olguleri / Machine Dimensions: 9300mm x 5850mm x 5160mm (For 2600mm Roller Width)

Silindir Eni / Cylinder Width: 2000mm ile 4000mm arasinda / Between 2000mm and 4000mm
Kumas (Caligma) Eni / Fabric (Operating) Width: 1800mm ile 3800mm arasinda / Between 1800mm and 3800mm
Elektrik Tiiketimi / Electric Consumption: 30,45KW/Sa.-39,05KW/Sa. / 30,45KW /Hr.-39,05KW /Hr.
Azami Caligma Hizi / Maximum Operating Speed: 130mt./dk. / 130mt./min.

90-95 Sor (1. Fular igin) / 90-95 Shore (For First Padder)

e o 52 : R H :
Silindir Kauguk Sertlikleri / Cylinder Rubber Hardness 80-85 Sor (2. Fular icin) / 80-85 Shore (For Second Padder)
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Déner Tabla Turn Table
On Sikma ve J-Box Presqueezing & J-Box
Detwister Detwister
Yuksekligi Ayarlanabilir Kule Height Adjustable Tower
Tup Kumag Kesme Kafasi Tubular Fabric Slitter
Cirpici Beater
Acici Ortalayici Opener & Centerer
Enzim Yikama Unitesi (Otomatik Filtreli) Enzyme Washing Unit (With Automatic Filter)
Fular Padder
2. Fular (Opsiyonel) 2. Padder (Option)
Kumas Gikis Unitesi (Sallama & Serme veya Dok Sarma) Plaiter Unit (Spreading & Folding or Batcher Unit)

Kontrol Panosu PLC Dokunmatik ekran Fular & Cikis Pastal Uniteler
Control Panel PLC Touch Panel | Foulard & Plaiter Units

Déner Tabla 3 Daldirmali Enzim Yikama Unitesi & Otomatik Filtre Detwister ve Kulesi
Turn Table 3 Dip Enzyme Washing Unit & Automatic Filter Detwister And Tower

Kesme Kafasi Agici Ortalayici On Sikma Unitesi
Slitting Device Opener & Centerer Presqueezing Unit "‘
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Fular Unitesi e
Padder Unit [x]

Fular Unitesi kumasgin Gzerindeki suyun sikilarak uzaklastirimasi ve apre kimyasallarinin verilmesi igin kullanilir.
The Padder Unit is used to remove the water on the fabric by squeezing it and to apply finishing chemicals.

Teknik Ozellikler / Technical Specifications

Calisma Eni / Operating Width: 1600mm'den 3600mm'ye / From 1600mm to 3600mm
Azami Calisma Hizi / Maximum Operating Speed: 80mt./dk./ 80mt./min.
Konstriiksiyon / Construction: AISI 304 SS / AlISI 304 SS
Toplam Kurulu Gig / Total Electric Consumption: 10,8KW/Sa.-10,8KW/Hr. / 10,8KW/Sa.-10,8KW /Hr.
Gugclu sikma efekti Powerful squeezing effect
Esnek tasarim Flexible designing

Sikma ve apre fular segenegi Sgueezing or finishing padder option
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Fular Dozaj Unitesi
Padder Dosing Unit

Fular Dozaj Unitesi,
konsantrasyonunun sabit tutulmasi igin kullanilir.

fular tankindaki apre kimyasali dispersiyonunun homojen olmasi ve apre kimyasal

The Padder Dosing Unit is used for the finishing chemical dispersion is homogeneously and kept stable the finishing

chemical concentration, in the padder tank.

Teknik Ozellikler / Technical Specifications

Konstriiksiyon / Construction:

Toplam Kurulu Giig / Total Electric Consumption:

El
\O'D (el Rr,k/c\
5 L

0 7

%\ 9001-2008 b
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AISI 304 SS / AISI 304 SS
1,5KW/Sa./ 1,5KW/Hr.

kolaylikla ve t sekilde dozajlanmasini saglar.

Fular Dozajlama Uniteslnin ozel filtre yapisi, elyaf ve benzeri
partikulleri toplayarak sirkiilasyon sisteminden uzaklastirir ve
havanin sisteme girerek kavitasyona neden olmasini engeller.
Fular Dozajlama Unitesi ézellikle operatér kaynakl kimyasal

tartim hatalarini ortadan kaldirir.

Fular Dozajlama Unitesi renklerin ve tuse tekrarlanabilirligini saglar.
Fular Dozajlama Unitesi tiketimlerin kontrol altina alinmasini saglar.
Fular Dozajlama Unitesi bir PLC tarafindan kontrol edilir.

Fular Dozajlama Unitesi'nde kimyasallarin fular tankina
dozajlanmasi igin kimyasallara zarar vermeyecek sekilde

6zel olarak tasarlanmis bir dozaj pompasi kullanilir.

Avantajlar / Advantcges

?’Ifbf’divfdé‘sﬂ‘reﬁnishlhé ‘chemicals can be easily and homogeneously
dosed into the padder tank with the desired concentration.
The special filter structure of Padder Dosing Unit keeps away the
fibers and similar particles from the circulation system by collecting
them and prevents the air enter the system and cause the cavitation.

Padder Dosing Unit eliminates operator-included chemical weighing
mistakes, especially.

Padder Dosing Unit ensure repeatability at the colors and hand feelings.
Padder Dosing Unit ensure the consumptions are taken under control.
Padder Dosing Unit is controlled by a PLC.

In the Padder Dosing Unit, a specially designed dosing pump that

does not harm the chemicals is used to dose the chemicals into the
padder tank.
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